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FILING A REQUEST OR A GRIEVANCE 

If you feel Bernalillo County has infringed upon your rights as an individual to 
equal access and would like to file a request or a grievance, please contact the 
ADA Coordinator. 
 

ADA Coordinator  

Julie Luna 
Transportation Planner 
2400 Broadway Blvd. SE 
Albuquerque NM, 87102 
Phone Number: (505) 848-1508 
Email: jaluna@bernco.gov 
 

ADDITIONAL INFORMATION 

This document and additional information relating to accessibility in Bernalillo 
County can be found on the Bernalillo County Public Works website: 

 
Title VI (Non-Discrimination)  
www.bernco.gov/public-works/title-vi-non-descrimination-.aspx   

 

 ADA Pedestrian Facilities 
 www.bernco.gov/public-works/ada-pedestrian-facilities.aspx 

http://www.bernco.gov/public-works/title-vi-non-descrimination-.aspx
http://www.bernco.gov/public-works/ada-pedestrian-facilities.aspx
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1. INTRODUCTION AND PURPOSE 

Bernalillo County Public Works is striving to make pedestrian 
facilities in the public right-of-way accessible to all 
pedestrians. Non-compliant pedestrian facilities have the 
effect of creating boundaries that limit full participation in 
civic live to individuals with disabilities. Public Works goal is 
to eliminate barriers to accessibility and create an 
environment where all residents can experience mobility 
without barriers. 

The purpose of this Transition Plan is to identify facilities, 
guidelines, standards, policies, procedures, and/or practices 
currently utilized or recommended for use to minimize or 
eliminate barriers to accessibility within unincorporated 
Bernalillo County’s transportation network. This Transition Plan 
is an update of the 2015 ADA Transition Plan. This plan is a 
living document that will receive routine review and updates. 

 

2. REQUIREMENTS 

2.1.  Section 504 of the Rehabilitation Act of 1973 

Section 504 of the Rehabilitation Act makes it illegal for the federal government, federal contractors and 
state and local governments receiving federal funds to discriminate on the basis of disability. It requires 
state and local governments to ensure persons with disabilities have equal access to any programs, 
services or activities receiving federal funding. It also requires them to ensure their employment 
practices do not discriminate on the basis of disability. 

 

2.2.  Americans with Disabilities Act of 1990 

The Americans with Disabilities Act (ADA) was signed into law in 1990. The ADA builds upon the 
requirements of Section 504 of the Rehabilitation Act and is an important civil rights legislation that 
prohibits discrimination against people on the basis of disability. This act ensures that people with 
disabilities have equal rights and opportunities. The ADA is comprised of the following five titles that 
cover different aspects of public life: 

Title I (Employment) 
Title II (State and Local Government)  
Title III (Public Accommodations)  
Title IV (Telecommunications) 
Title V (Miscellaneous Provisions) 
 

Image 1: Pedestrian on El Centro Familiar  
Blvd. in the South Valley 
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As a government agency, Bernalillo County must ensure its programs, services and activities provided to 
the public are accessible to individuals with disabilities regardless of the source of funding. Under Title II, 
Bernalillo County must meet the following requirements: 

• Designate an ADA Coordinator; 
• Make available to applicants, participants, beneficiaries, and other interested parties 

information regarding Title II and its applicability to the services, programs or activities of 
Bernalillo County (Notice to the Public); 

• Complete a self-assessment of services, policies and practices on compliance with the 
requirements of Title II; 

• Adopt and publish a grievance procedure for complaints alleging any action that violates Title II, 
and 

• Develop a Transition Plan to address how and when Bernalillo County will correct the identified 
accessibility deficiencies. 

  

3. ADA PROGRAM 

3.1. Americans with Disability Act Public Notice of Policy Statement 

Bernalillo County is committed to providing an ADA Public Notice of the Americans with Disability Act 
(see Appendix A). The ADA Program Coordinator periodically evaluates the most effective way to 
communicate public notices about the rights of the public and the responsibility under the ADA. Public 
notice is posted on the Bernalillo County Website. 

 

3.2.  ADA Coordination Roles and Responsibilities 

Much of this Transition Plan describes pedestrian facilities in the public right-of-way. However, under 
Title II of the ADA, Bernalillo County is committed to providing access to people with disabilities to all 
facilities where Bernalillo County’s programs, services and activities are delivered. 

ADA coordination roles and responsibilities involve the implementation of the ADA Transition Plan and 
address requests for modifications and grievances. In addition to an ADA Coordinator, Bernalillo County 
involves the Title VI Coordinator and ADA Technical Specialists to assist in carrying out responsibilities 
related to ADA.   

1. Bernalillo County’s Title VI Coordinator is responsible for the review of grievances. 
  

2. The ADA Coordinator is responsible for implementing the ADA Transition Plan.  

ADA Coordinator Role: 

• Update the  Plan;  
• Tracking progress towards ADA compliance; 
• Review and address requests for ADA access modifications; 
• Provide development review to ensure ADA compliance of new facilities;  
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• Ensure consistency with other Bernalillo County plans and policies related to support ADA 
compliance; 

• Coordination of Bernalillo County efforts to implement ADA Transition Plan. 
 

3. The Public Right-of-Way ADA Technical Specialist is responsible for the following: 
 
• Assist with quality assurance to ensure newly constructed facilities meet ADA compliance; 
• Provide engineering review of requests for ADA access modifications; 
• Determination if elements of pedestrian facilities in the public-right-of-way have been 

designed or constructed to the maximum extent feasible to meet ADA compliance.  
 

4. The Parks and Recreation ADA Technical Specialist is responsible for the following:  
 

• Implement the Parks and Recreation Transition Plan; 
• Review and address requests for ADA access modifications within Parks and Recreation 

public facilities. 
 

5. The Buildings and Facilities ADA Technical Specialist is responsible for the following:  
 

• Review and address requests for modifications related to public buildings outside of Parks 
and Recreation. 

See Appendix B for the names of the Title VI Coordinator, the ADA Coordinator and the ADA Technical 
Specialists. 
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3.3.  ADA Grievance Process 

An individual who is dissatisfied with the outcome of their modification request, or feels discriminated 
against in violation of ADA or Section 504, may file a grievance with the Bernalillo County Title VI 
Coordinator for further investigation and resolution. 

Grievances may be submitted by letter, e-mail, phone call, or by completing the ADA Grievance Form. 
The ADA Grievance Form is available on the Bernalillo County ADA website (www.bernco.gov/public-
works/ada-pedestrian-facilities.aspx) and in Appendix D.  

1. A grievance needs to be submitted within forty-five (45) days of date of modification request 
decision.  
 

2. The Bernalillo County Title VI Coordinator will acknowledge the receipt of the grievance within 
ten (10) days.   
 

3. The Title VI Coordinator will gather and review documents, facts and precedents.  
 

4. Within thirty days (30), the Title VI Coordinator will make a final determination and issue the 
final determination to the griever.  
 

5. Documentation related to grievances will be retained for five (5) years.  

An individual has the option, at any time, to file a grievance with the Department of Justice. Contact 
information for the Department of Justice can be found at:  https://www.ada.gov/.  

http://www.bernco.gov/public-works/ada-pedestrian-facilities.aspx
http://www.bernco.gov/public-works/ada-pedestrian-facilities.aspx
http://www.ada.gov/
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4.  PUBLIC INVOLVEMENT 

4.1.1. In-Depth Public Input 

The City of Albuquerque ADA Advisory Committee was the primary resource for in-depth input on the 
development of this plan. Bernalillo County is very grateful for their input. The City of Albuquerque ADA 
Advisory Committee assisted in the following at their monthly meetings: 

Monthly Meeting 02/07/2017 

• Review of the items to be sure to measure or include in the self-evaluation. Information 
learned includes: 

o Be sure adequate space is provided on parallel ramps. They are crowded in high 
activity locations 

o It is important to include ramp running slope  
o Include vibrotactile APS 
o Be sure the DWS is installed correctly 
o Go check out the ramps on the NE corner of Copper Ave & 4th 

Monthly Meeting 04/04/2017  

• Review of the draft ADA Inventory Guide – Information learned includes:  
o Aspects of the draft Guide that were  confusing and need further clarification;  
o Be sure to include vibrotactile APS;  
o The importance of ramp running slope;  
o Maintenance of DWS; and  
o Be sure to include vertical discontinuities related to metal plates in the pedestrian 

access route. 
o Recommendation to send the draft ADA Inventory Guide to Daniel Fernandez from 

the Governor’s Commission on Disability for review.  

Monthly Meeting 11/07/2017 –  

• Review of draft prioritization mechanism – Information learned includes: 
o Strong feelings that even being “a little” out of compliance is a major issue. Efforts 

need to focus on bringing all issues into compliance as opposed to addressing 
certain ones first. 

• Review of draft public survey – Information learned includes: 
o Very good insight on how to improve wording when discussing disability 
o Insight and suggestions on visual elements in the draft survey 
o Insight and suggestions on refinement of categories in multiple response questions 
o Be sure to include vibrotactile APS 

 

After the ADA Inventory Guide was refined using City of Albuquerque ADA Advisory Committee 
comments, the document was sent to Daniel Fernandez at the Governor’s Commission on Disability. 
There were no additional recommendations. (Email response in Appendix E). 
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4.1.2. Broad Public Input 

A public questionnaire was conducted from March 1 to March 18, 2018 for broad, wide-range public 
input. The questionnaire was promoted using Nextdoor.com and to local disability advocates. 

A total of 233 participants responded to the questionnaire. Of those responding, 36% reported either 
having a disability or having someone in their care with a disability. All major areas within the 
unincorporated county were well represented.  

The top three issues for people responding were: 

1. Missing sidewalks 
2. Cracks or breaks in sidewalks 
3. Missing curb ramps 

The top three locations to fix first for people responding were: 

1. Sidewalks on residential streets (all participants) 
2. Sidewalks near public places such as libraries, community centers, parks and open space (all 

participants) 
3. Sidewalks near grocery stores, coffee shops, restaurants, and other food related business 

(participants whose lives involves a disability) 
3.   Sidewalks near schools including kindergarten through 12th grade and higher education (no    
      disability) 

 

The results of this questionnaire have been incorporated into Bernalillo County’s Capital Improvement 
Program’ project evaluation process. One surprising result from participant’s responses was 
participants’ view of cracks and breaks in sidewalks as being the second most important issue. For this 
reason, cracks and breaks were assigned more priority points than anticipated in the prioritization 
process. 

A report of the results from the questionnaire along with open-ended responses and the questionnaire 
instrument can be found in Appendix E. 

 

5. INVENTORY OF BARRIERS 

Bernalillo County’s first self-evaluation documenting all curb ramps, sidewalks and trails was completed 
in 2015. This inventory was used at the basis for the inventory of barriers in this update.  

In 2017, an ADA Inventory Guide was created prior to conducting the inventory. The development of the 
guide allowed for communication about the particular elements that need to be measured. This way 
Bernalillo County staff and the ADA Advisory Committee could see how the different elements were 
included in the self-evaluation effort. The ADA Inventory Guide also helped to provide better 
consistency since the data was collected by staff volunteers from a variety of agencies. The Bernalillo 
County ADA Inventory Guide can be found in Appendix F. 
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5.2. Curb Ramps 

Bernalillo County has 1,007 curb ramps. Of this total, 205 or 20% are fully ADA-compliant. The following 
table summarized the ADA barriers for curb ramps.  

TABLE 2:  Summary of Curb Ramp Barriers 

Bernalillo County Curb Ramps 
   
 Count Percent 
Total Curb Ramps with ADA Issues to Address 802 80% 

Total Curb Ramps in Full ADA Compliance 205 20% 
Total Curb Ramps 1,007  

   
Missing Curb Ramps at Legal Crossings 129  

   
Curb Ramps that Require Full Reconstruction Count  

Older Curb Ramps that Do Not Meet 
PROWAG  191  

PROWAG Ramps that have Sufficient Issues 
to Require Reconstruction 687  

Total Curb Ramps that Require Full 
Reconstruction 878  

   
PROWAG Ramps that are Not Fully ADA-

Compliant, but Do Not Require Full 
Reconstruction Count  

PROWAG Ramps that can be fixed by 
Repairing 1-2 panels 565  

Cracks and Breaks 103  
Detectable Warning Strip Issues 18  

Counter Slope Issues 18  
Flair Issues 5  

   
Obstructions (All Curb Ramps) Count  

Dirt/Erosion 42  
Vegetation 37  

Utility 16  
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6. BARRIER REMOVAL 

Bernalillo County is committed to plan and implement the systematic removal of all barriers to 
accessibility. Since this is a large task, this plan prioritizes barrier removal in critical locations in order to 
provide continuous barrier-free routes between important destinations. In addition, Bernalillo County is 
committed to prioritize the removal of barriers as part of the requests for modification and grievances. 
In order to reach the goal of removing all barriers to accessibly, Bernalillo County will take advantage of 
various opportunities to address barriers within project development, maintenance activities and 
development review. 

 

6.1. Technical Guidance 

In June 2015, Bernalillo County adopted the 2011 Public Right-of-Way Accessibility Guide (PROWAG) as 
part the Bernalillo County Complete Streets Ordinance. Although PROWAG has not yet been adopted at 
the federal level, local governments are encouraged to adopt PROWAG for facilities in the public right-
of-way. New Mexico Department of Transportation and City of Albuquerque have also adopted 
PROWAG.  

 

6.2. Prioritization Criteria 

The basis of the prioritization criteria came from the public questionnaire. It was further refined to be 
part of Bernalillo County’s Capital Improvement Plan (CIP) evaluation process. The following criteria 
have been incorporated: 

• Severity and concentration of access barriers 
• Access to bus and rail connections 
• Access to public parks, community centers, meal sites and other similar public facilities 
• Access to other walking destinations such as grocery stores, coffee shops, restaurants, and other 

similar businesses  
• Access to schools including kindergarten to grade 12 and higher education facilities  
• Pedestrian (and bicycle) crash history for the most recent past five  years 
• Locations where sidewalks are missing 
• Locations with higher percentages of households without automobiles and higher percentages 

of commuters who walk, bicycle and take public transit to work 
• Concentration of households served in the future 
• Concentration of existing pedestrian facilities 

These criteria are used to rank proposed pedestrian improvement projects for capital improvement 
funding. These criteria were applied to all Bernalillo County roads in order to understand overall where 
priority areas are located. This allows the public, elected officials, and staff to better understand and 
plan target areas and their relationship with other areas in the unincorporated county. This application 
is intended to help inform decisions about locations to target first. Figure 1 shows these areas. 

 

https://www.access-board.gov/guidelines-and-standards/streets-sidewalks/public-rights-of-way/proposed-rights-of-way-guidelines
https://library.municode.com/nm/bernalillo_county/codes/code_of_ordinances?nodeId=BECOCO_CH66ROBR_ARTVICOSTOR
http://www.bernco.gov/capital-improvement-program/technical-evaluation-process.aspx
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6.3. Coordination 

Identifying funding dedicated remove barriers is key to this plan’s success. In addition, perhaps equally 
important, is seeking a variety of opportunities where Bernalillo County can incorporate barrier removal 
into existing efforts and ensuring that new facilities are built to meet ADA compliance standards. This 
plan’s coordination goal involves leveraging resources in order to bring all facilities into full ADA 
compliance. 

The following plans and programs and plans are used to remove barriers: 

• Project Implementation   
o Near and mid-term projects include barrier removal for $1.1 million in pedestrian access 

routes and $742,000 in curb ramps 
• Maintenance Activities 

o Road maintenance – curb ramp barrier removal is required, in some cases, sidewalk 
repair will occur as well 

o Removal of vegetation and dirt obstructions 
o In winter months, maintenance activities include the repair of heaving sidewalks 

  

Low 

Moderate 

High 

Figure 1: Prioritization Criteria Applied to All Bernalillo County Roads 

Prioritization 
Criteria Applied 
to All Bernalillo 
County Roads  
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• Development Review 
o When development and redevelopment occur, ADA improvements are required based 

on scope of project.  
o Private development construction drawings are reviewed to ensure ADA compliant 

facilities are built 
o Requests for access require ADA compliant driveways and abandoned curb cuts are 

required to be replaced with level sidewalk. 
• Training – Training is important to ensure that new facilities are constructed to be ADA 

compliant. 
o Training for Bernalillo County Staff 

 January 2018 NMDOT Local Technical Assistance Program (LTAP) program 
Training 

 May 2017 ADA Training by Sprinkle Consulting 
o Training/Communication for Contractors 

 NMDOT ADA Construction Inspection Procedure  
 NMDOT Standard Drawings (608) for Pedestrian Facilities in the Public Right-of-

Way 
 

6.4. Technically Infeasible Locations 

It is possible to have locations where it is technically infeasible to provide a fully ADA compliant facility. 
The 2011 PROWAG (page 20) describes these locations: 

Where existing physical constraints make it impractical for altered elements, spaces, or facilities to fully 
comply with new construction requirements, compliance is required to the extent practicable within the 
scope of the project. Existing physical constraints include, but are not limited to, underlying terrain, right-
of-way availability, underground structures, adjacent developed facilities, drainage, or the presence of a 
notable natural or historic feature 

Either an existing barrier or a planned new facility may be determined to be technically infeasible to be 
fully ADA compliant. Currently, Bernalillo County has not identified any barrier as being technically 
infeasible to bring into ADA compliance. When this occurs, the location will be reviewed by Public Right-
of-Way ADA Technical Specialist and the ADA Coordinator to determine if the location meets the 
description provided by PROWAG. When a location is determined to technically infeasible to fully meet 
ADA compliance it will be documented within Bernalillo County’s ADA inventory of pedestrian facilities 
in the public right-of-way.  

 

  

http://dot.state.nm.us/content/dam/nmdot/Construction/forms/NMDOT_Final_ADA_Curb_Ramp_Documentation_Forms.pdf
http://dot.state.nm.us/content/dam/nmdot/Plans_Specs_Estimates/Standard_Drawings/608.pdf
http://dot.state.nm.us/content/dam/nmdot/Plans_Specs_Estimates/Standard_Drawings/608.pdf
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9. UPDATING PLAN AND MONITORING PROGRESS 

The Bernalillo County ADA Transition Plan serves as a guide for all facilities within Bernalillo County to be 
accessible for people with disabilities. Each update of the Transition Plan builds upon the last plan to 
provide more information about barriers and better ways to plan and leverage resources to remove 
barriers. 

This update of the Bernalillo County ADA Transition Plan built upon previous work and involved more 
detail concerning issues and the prioritization of issues. Near-term updates to the public right-of-way 
components to this plan will expand the inventory of barriers to include signalized intersections and 
transit stops. It will also provide more detail on how maintenance activities will help remove barriers. 
This plan focuses heavily on facilities in the public right-of-way. Future updates will provide more 
clarification about other facilities under Bernalillo County’s jurisdiction. 

Also key to the plan is preventing new accessibility barriers. The NMDOT’s ADA Construction Inspection 
Procedure provides a means of communicating ADA requirements to contractors building new 
pedestrian facilities in the public right-of-way. Currently Bernalillo County is working on a Green 
Infrastructure/Low Impact Development Guide that will include means to prevent erosion onto 
pedestrian facilities. 

The inventory of pedestrian facilities will provide the basis for monitoring the Transition Plan. The 
inventory includes planned future projects that will remove barriers. As these projects are completed, 
this will be reflected in the inventory.  

In anticipation of the Capital Improvement Program/General Obligation Bond Cycle and the region’s 
development of the Transportation Improvement Program (TIP), this plan will be updated on a two-year 
cycle prior to the call for projects. Table 5 provides an overview how updates will occur in relation to 
major project planning. Ongoing updates will be made to the plan as barriers are removed and new 
facilities are constructed. 

TABLE 5 - Bernalillo County ADA Transition Plan Update Schedule Through 2021 
  
September 2018 GO Bond project selection published for 2018 cycle 
November 2018 TIP call for projects 
December 2018 Inclusion of Traffic Signals and Bus Stops in ADA Transition Plan Inventory 
January 2019 Annual Complete Streets Project List Developed 
May 2019 TIP Projects Final Approval 
October 2019 Update of ADA Transition Plan in preparation for next GO Bond and TIP Cycle 
January 2020 GO Bond call for projects 

 Annual Complete Streets Project List Developed 
November 2020 TIP call for projects 
September 2020 GO Bond project selection published for 2020 cycle 
January 2021 Annual Complete Streets Project List Developed 
May 2021 TIP Projects Final Approval 
October 2021 Update of ADA Transition Plan in preparation for next GO Bond and TIP Cycle 

  

http://dot.state.nm.us/content/dam/nmdot/Construction/forms/NMDOT_Final_ADA_Curb_Ramp_Documentation_Forms.pdf
http://dot.state.nm.us/content/dam/nmdot/Construction/forms/NMDOT_Final_ADA_Curb_Ramp_Documentation_Forms.pdf
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PEDESTRIAN ACCESS ROUTE (PAR) EXAMPLES 
 

 

 

 

 

 

 

 

Curb Type Examples: 
 

 

 

 

 

Driveway Examples: 
 

 

 

 

 

 

 

 

 

 
 
 
  

PAR Width/Cross Slope  

Shy 
Width 

Landscaping  

Setback Width  

(Measure all widths in inches) 

Pedestrian Access Route 
(PAR) 

Flat Rolled None   

Figure 2: PAR Example 

Figure 3: Curb Type Examples 

ADA Compliant Driveway: On wide sidewalks or 
sidewalks with setbacks, there is enough room to 
provide a ramp for drivers and retain a level 
pedestrian access route 

ADA Compliant Driveway: A parallel driveway 
crossing provides a level pedestrian access route 
by lowering the sidewalk to the grade of the 
street. 

Driveway with Curb Return Unpaved Driveway  

curb return 
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Obstruction, Utilities,  and Protruding Objects Examples  
 
 
A 4ft. wide pedestrian access route must be maintained around objects otherwise the object is an obstruction. 
 

  

Between 27 inches and 80 inches above 
ground, objects may not protrude more 
than 4 inches into the PAR 

<4 ft. Protrudes 
more than 4 

inches 

Mailbox is an 
obstruction 
 
In comments 
section include 
parking on the 
walkway. 

Since there is a path that is at least 4’ wide maintained around all of 
these objects, none would be inventoried as an obstruction. 

Traffic Pole 

Electric Utility 

Other Utility 

Wall 48” 
(The curb doesn’t count 

towards the 48”)  

 80 in 

27 in 

 
 

 

4-inch max 4-inch max 

Protruding Object Example 
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Pedestrian Access Route (PAR) Basic Compliance Guide 
 
This diagram is intended to help determine if the pedestrian access route (PAR) meets basic ADA compliance for the 
purposes of the county-wide inventory. It is not intended to determine compliance for newly built facilities and it does 
not ensure full ADA compliance. One element not included in this diagram is the running slope of the PAR. For these 
purposes, it is assumed if there are no vertical discontinuities (such as a panel that that is heaving) then the running 
slope requirement is met.  
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
  

Is PAR at least 4 ft. wide? 

NO 

Is there a 5 ft. x 5 ft. passing 
space every 200 ft.? 

Does the PAR include any of the following? 

• Vertical discontinuities (such as heaving panels) 
• Horizontal discontinuities (including missing panels) 
• Disintegrating panels 

YES NO 

Not ADA Compliant 

Meets Basic ADA 
Compliance 

YES 

NO YES 

Does PAR meet ALL of the following:  
• PAR ≥ 5 ft. wide  
• No driveways in PAR, and  
• Walkway is setback from the curb 

Meets Basic ADA 
Compliance 

Beyond ADA 
Compliance 

YES NO 

Are all measured cross 
slopes ≤ 2.0%? 

NO YES 
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CURB RAMP DATA COLLECTION SHEET 
 
Crossing ID Number(s) (XING1_1D, XING2_1D): Enter 
the unique identification number for the crossing. Enter 
both crossing ID’s if the single ramp serves two 
crossings. 
 
Location (LOCT): Indicated which end of the crossing 
the ramp serves. 

Configuration (CONFIGURATION): Configuration 
describes how ramps are oriented to the crossing and 
each other. See pages 10-11 for examples. 

Type (RAMPTYPE): Ramp type identifies if a ramp was 
designed to be one of the allowed types under 
PROWAG. Perpendicular and parallel ramps always 
include a level turning space. See pg. 6 for examples. 
Sometimes the elements of these two types of ramps 
are combined. Blended transition ramps are also 
allowed by PROWAG. They are similar to diagonal 
ramps, but they have a much larger fanned edge and 
they are less steep. See pages 6-7 for examples. 

Turning Space (TURN_Y_N): Indicate if the ramp has an 
applicable turning space. For directional ramps with the 
DWS set back from the curb, measure the cross slope 
and running slope of the area between the DWS and 
the gutter flow line. Indicate “Directional” for this entry. 
See examples on page 10-11 about where to measure 
width, length, cross slope and running slope. 

Turning Space Width (TURN_WIDTH) - inches 

Turning Space Length (TURN_LENGTH) - inches 

Turning Space Cross Slope (TURN_XSLOPE) - percent 

Turning Space Running Slope (TURN_RUNSLOP) - 
percent 

Left Parallel Ramp (LP_Y_N): Each parallel ramp has a 
left and right ramp. You determine left and right by 
standing on the street and facing the ramp. If one of the 
ramps leads to the end of a sidewalk where the 
sidewalk cannot be continued, it is not necessary to 
measure it. See examples on page 10-11 about where to 
measure width, length, cross slope and running slope. 

Left Parallel Ramp Width (LP_WIDTH) -inches 

Left Parallel Ramp Length (LP_LENGTH) – indicate if 
less than or equal to 15 ft. 

Left Parallel Ramp Cross Slope (LP_XSLOPE) - percent 

Left Parallel Ramp Running Slope (LP_RUNSLOPE) -
percent 

Right Parallel Ramp (RP_Y_N): Each parallel ramp has a 
left and right ramp. You determine left and right by 
standing on the street and facing the ramp. If one of the 
ramps leads to the end of a sidewalk where the 
sidewalk cannot be continued, it is not necessary to 
measure it. See examples on page 10-11 about where to 
measure width, length, cross slope and running slope. 

Right Parallel Ramp Width (RP_WIDTH) -inches 

Right Parallel Ramp Length (RP_LENGTH) – indicate if 
less than or equal to 15 ft. 

Right Parallel Ramp Cross Slope (RP_XSLOPE) - percent 

Right Parallel Ramp Running Slope (RP_RUNSLOPE) - 
percent 

Sidewalk Slope (SS_Y_N): Sometimes the sidewalk is 
sloped into the ramp area, particularly for 
perpendicular and blended transition ramps. If this is 
the case, indicate that it is sloped and measure the 
width, length, cross slope and width of the sloped 
sidewalk. 

Sloped Sidewalk Width (SS_WIDTH) – inches 

Sloped Sidewalk Length (SS_LENGTH) – indicate if less 
than or equal to 15 ft. 

Sloped Sidewalk Ramp Cross Slope (SS_XSLOPE) - 
percent 

Sloped Sidewalk Ramp Running Slope (SS_RUNSLOPE) -
percent 

Center Ramp/Blended Transition (CR_Y_N): This if for 
any ramp that is strictly not a simple parallel ramp. 

Center Ramp Width (CR_WIDTH) – inches 
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Center Ramp Length (CR_LENGTH) – indicate if length 
of the ramp is less than or equal to 15 ft. 

Center Ramp Cross Slope (CR_XSLOPE) - percent 

Center Ramp Running Slope (CR_RUNSLOPE) -percent 

Obstructions (OBS_NONE, OBS_ELECT, OBS_H2O, 
OBS_UTILITY, OBS_ROAD, OBS_VEG, OBS_DIRT, 
OBS_OTHER): Indicate if there are any obstructions. 

Flush Grade Breaks? (FLUSH_Y_N): Do the ramp panels 
meet at flush unions with differences of ¼ inch or less? 

Vertical Discontinuities? (VERTICAL_Y_N): Are any of 
the panels broken and heaving over ¼ inch? 

Horizontal Gaps? (GAP_Y_N): Are there gaps over ½ 
inch in the ramp area? 

Flares – Does the ramp include flared sides? 
(FLARE_Y_N): See the perpendicular ramp example on 
page 6 for an example of a flared side. 

Is the steepest flare slope ≤ 10% (FLARESLOPE_Y_N): if 
flared sides are present measure them at their steepest 
slope and indicate if they are both equal to or under 
10%. 

DWS Present (DWS_Y_N): Is the detectable warning 
surface present? 

Extend full width? (DWS_FULL): Does the DWS extend 
the full width of the ramp so that someone who is blind 
would encounter a full 24 inches of DWS when crossing 
the ramp to the road? 

Distance to back of curb ≤ 5 ft.? (DWS_DISTANCE): 
Particularly for directional ramps, is the distance from 
the edge of the DWS to the back of the curb no more 
than 5 ft.? See example on page 7. 

Gutter counter slope: if you feel that traffic is light 
enough to measure the counter slope, then take the 
measurement, it is entered as COUNTERSLOPE. 
Otherwise visually inspect it and indicate if it is ok or not 
okay (CT_SLOPE_CMT). 

Clears Space – Is there a 4 ft. by 4 ft. clear space at the 
bottom of the ramp that falls within the crosswalk 
(CLEARSPACE): visually assess if there is a 4 ft. by 4 ft. 
clear space at the bottom of the ramp that falls within 
the crosswalk. Be careful of traffic if you decide to 
measure it. 

ADA Compliance (ADA COMPLIANCE): This is not 
determined in the field. 
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Ramp Data Collection Sheet  
Crossing ID Number(s):  Location:           NE                SE                 SW              NW 

          North           South           East            West 

Configuration: Type: 
    Diagonal        Single Crossing         Two Crossings     Perpendicular: Orientation perpendicular to curb 

    Dual: Two ramps, no linked geometries     Parallel: Orientation parallel to curb 

    Paired: Two ramps with linked geometries     Blended Transition: Sidewalk depressed, no  distinct ramp or landing 
    Directional: Ramp aligned with crossing     Combination:         Perpendicular-Parallel Combo                
    Single Ramp          Mid-block             End-of-Walk     Median: Part of median or island 
    Missing: Legal crossing with no ramp     Other Ramp 
 
 Applicable Width (in): Length (in): Cross Slope (%): Running Slope (%): 

Turning Space   Yes      No       Directional     

 
 Applicable Width (in): Length ≤ 15 ft.? Cross Slope (%): Running Slope (%): 

Right Parallel Ramp   Yes      No       Yes          No   

Right Parallel Ramp   Yes      No       Yes          No   

Sidewalk Slope    Yes      No       Yes          No   

Center Ramp/Blended Transition   Yes      No       Yes          No   
 

Obstructions:     None        Electric          Water          Other Utility           Road/Traffic       Vegetation        Dirt         Other 

 

Flush Grade Breaks?    Yes          No Vertical Discontinuities?     Yes          No Horizontal Gaps?     Yes          No 

 

Flares - Does the ramp include flared sides?      Yes          No Is steepest flare slope ≤ 10%    Yes          No           NA 

Ramp Comments:  

Detectable Warning Surface (DWS) 

DWS present?     Yes        No Extend full width?     Yes         No Distance to back of curb ≤ 5 ft.?    Yes         No 

 

Counter Slope & Clear Space Alignment 
Gutter counter slope (%):   Is there a 4 ft. by 4 ft. clear space at the bottom 

of the ramp that falls within the crosswalk? 
      Yes          No 

Clear Space Comments: 

ADA Compliance 
(Not determined in 
the field): 
 

     Beyond ADA Compliance, directional ramp, turning & clear spaces > 4 ft., ramp slope < 8.3%  
     ADA Compliant 
     Not ADA Compliant, Small Improvements Needed (beveling, fill small gaps, DWS missing) 
     Not ADA Compliant, Large Improvements Needed 

Date:                       Initials: 
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